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NOTES

BID ITEM SHALL BE "RAILING TUBULAR SCREENING B- - "
WHICH SHALL INCLUDE ALL ITEMS SHOWN.

POST BASE PLATES SHALL BE FLAT WITH ALL SURFACES
SMOOTH AND FREE FROM WARP AND ALL EDGES SMOOTH,
STRAIGHT AND VERTICAL. ALL PLATE CUTS SHALL BE
MACHINE OR MACHINE FLAME CUT.

RAILS AND POSTS TO BE A.S.T.M. A500, GRADE B. BASE
PLATES AND SHIMS TO BE A.S.T.M. A709, GRADE 36.
ALL GALVANIZED AFTER FABRICATION.

ANCHORAGES SHALL BE ACCURATELY PLACED TO PROVIDE
CORRECT ALIGNMENT OF RAILING. SET POSTS NORMAL TO
GRADE.

ALL POST SPA. ARE TAKEN HORIZ. ALONG CENTER LINE
OF RAILING AT BASE OF POST.

SHIMS SHALL BE USED UNDER BASE PLATES WHERE
REQUIRED FOR ALIGNMENT.

CAULK AROUND PERIMETER OF BASE PLATES AND FILL
PORTION OF SLOTTED HOLES AROUND ANCHOR BOLTS
WITH NON-STAINING GRAY NON-BITUMINOUS JOINT SEALER.

CUT BOTTOM OF POST TO MAKE VERTICAL IN TRANSVERSE
DIRECTION.

ANCHOR BOLTS, NUTS AND WASHERS SHALL BE EITHER
STAINLESS STEEL OR A.S.T.M. 307. IF 307 IS USED, ANCHOR
BOLTS, NUTS, AND WASHERS SHALL BE GALVANIZED.

RAILING TO BE PAINTED AND FENCE FABRIC AND TIES
TO BE VINYL COATED. FEDERAL COLOR NO

RAILING SHALL BE FABRICATED IN LENGTHS THAT INCLUDE
NOT MORE THAN 3 POSTS.

THE END OF THE FABRIC SHALL BE ATTACHED TO THE POST
BY MEANS OF A TENSION BAR THREADED THROUGH THE
END LOOPS OF THE FABRIC AND SECURED TO THE POST
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